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WIRE AWG 24 AWG Solid
@ RANGE in mm) 0,485<=<0,546
CONDUCTORS MATER I AL COPPER
PLATING BARE
ELONGAT ION 5% PER EN 50288- |
MATER AL POLYETHYLENE
INSULAT ION :
CVERALL DiaviTer o | REFER TO PRODUCT SPEC 108-93018 FOR ADDITIONAL REQUIREMENTS.
@ RANGE 0.4 - 0,5 > BASENR SPECIFIC PRINT LEGEND INFO:
DRAIN WiRE | MATERIAL COPPER CATSE F/UTP SOLID PRO4X2 AWG24 LSZH
PLATING TINNED
ELONGATION [5% PER 50288-1 3. CABLE COLORED TYPES UPON REQUEST.
BINDER POLYESTER TAPE OPTIONAL
INDIVIDUAL i
PAIR SCREEN | MATERTAL
FOIL MATER I AL PLASTIC LAMINATED FOIL SHIELDED
OVERALL SHIELD ALUMINUM FOIL JACKET ALU PLATING IN
BRAID  MATERIAL -
INSULAT I ON
PLATING -
OVERALL SHIELD )
COVERAGE - DRAIN WIRE CONDUCTOR
ELONGAT I ON -
MATER I AL LSZH
JACKET
OVERALL DIAMETER (DxW) 5,9 x 12,6 mm
PULL ING
FoReE MAX 160 N
W PAIRS
TOGETHER,
WITH
NT LAYS
— D =
WHITE 500 REEL 136816- |
LENGTH PART
COLOUR (METRES) PACKAGL NUMBER
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DIMENSIONS: TOLERANCES UNLESS APMDK quue OQ‘M(}!”ZO‘\% A
OTHERWISE SPECIFIED:
mm mefggbrd CABLE, CATSE, F/UTP, SOLID,
o T DUAL, PRO4X?, AWGZ24, LS/H
Ez PLC 4- - -
3 PLC +- APPLICATION SPEC
4 PLC +- SIZE CAGE CODE | DRAWING NO RESTRICTED TO
ANGLES +- -
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