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PRODUCT SPEC

APPLICATION SPEC

WEIGHT

1470-19 (3/11)

RESTRICTED TO

THIS DRAWING IS A CONTROLLED DOCUMENT.

TE Connectivity

D

W

PART
NUMBER

PACKAGE
LENGTH

(METRES)
COLOUR

1711004-1REEL500WHITE

BRAID

CORE: 4 PAIRS
 CABLED TOGETHER

 TWISTED WITH
 DIFFERENT LAYS

CONDUCTOR

INSULATION

EACH PAIR
INDIVIDUALLY
FOIL SHIELDED-
ALU PLATING OUT

JACKET

TRANSMISSION CHARACTERISTICS ACC. TO IEC 61156-5 Cat7 AND FOR VALUES BETWEEN 600 AND 1200 MHz

ACC. TO THE RELEVANT FORMULAE OF MENTIONED STANDARD.

 

 FREQ

  MHz

 

 

 

ATTEN.
dB/100m

NEXT
dB(w.p.)

PS NEXT
dB

ELFEXT*
dB

PSELFEXT*
dB

RL
dB

Zo DLY
ns

DLY SKW
ns

Unb Att
dB

Maximum Min. Min. Min. Min. Min. 100 Max. Max. Min.

4 3,74 78,00 75,00 78,00 75,00 23,01 15 552,00 25 33,98
10 5,86 78,00 75,00 74,00 71,00 25,00 15 545,38 25 30,00
16 7,41 78,00 75,00 69,92 66,92 25,00 15 543,00 25 27,96

31.25 10,41 78,00 75,00 64,10 61,10 23,64 15 540,44 25 25,05
62.5 14,88 75,46 72,46 58,08 55,08 21,54 15 538,55 25 22,04
100 19,02 72,40 69,40 54,00 51,00 20,11 15 537,60 25 20,00
200 27,47 67,88 64,88 47,98 44,98 18,00 22 536,55 25 16,99
300 34,19 65,24 62,24 44,46 41,46 17,30 25 536,08 25 -
600 50,10 60,73 57,73 38,44 35,44 17,30 25 535,47 25 -
900 63,01 58,09 55,09 34,92 31,92 - 25 535,20 25 -
1000 66,93 57,40 54,40 34,00 31,00 - 25 535,14 25 -
1200 74,36 56,21 53,21 32,42 29,42 - 25 535,04 25 -

FINISHED CABLE DATA

CONDUCTORS

WIRE AWG 23 AWG Solid

 RANGE in mm 0,546<= <0,610

MATERIAL COPPER

PLATING BARE

ELONGATION 15% PER EN 50288-1

INSULATION
MATERIAL POLYETHYLENE 

OVERALL DIAMETER 1,40

DRAIN WIRE

WIRE AWG -
MATERIAL -
PLATING -
ELONGATION -

BINDER POLYESTER TAPE OPTIONAL

INDIVIDUAL
PAIR SCREEN

MATERIAL
PLASTIC LAMINATED
ALUMINUM FOIL

OVERALL SHIELD FOIL     MATERIAL -

OVERALL SHIELD

BRAID   MATERIAL COPPER BRAID

        PLATING TINNED

COVERAGE 40% APPROX

  ELONGATION 15% EN50288-1

JACKET
MATERIAL LSFRZH

OVERALL DIAMETER (D x W) 7,9 x 16,0 mm

PULLING FORCE MAX. 200 N

* Not considered if FEXT loss is greater than 70 dB.

1. REFER TO PRODUCT SPEC 108-93018 FOR ADDITIONAL REQUIREMENTS.

 

2. BASENR SPECIFIC PRINT LEGEND INFO:

     CAT7E S/FTP XG SOLID PR04x2 AWG23 LSFRZH

 

3. CABLE COLORED TYPES UPON REQUEST.
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